
MAGNA TYRES GROUP

MINING &  
EARTHMOVER 

Improved traction and performance through  
non-directional E4 tread.

All steel radial construction.  
Improved protector plies optimize load 
performance and operator comfort.	

New improved technology of  
the high-tech casing reduces  
heat build up inside the tyre.	

MAGNA 
M-TERRAIN
E4/L4
The Magna M-Terrain is designed for articulated dump 
trucks in challenging offroad conditions.

Sidewall protection and flotation are enhanced by the wide 
shoulder design.
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23.5R25 M-Terrain **
E4 50 185B 9250 kg/5.25 bar

19.50/2.5 1675 595 53 317
L4 10 195A2 12150 kg/5.25 bar

26.5R25 M-Terrain **
E4 50 193B 11500 kg/5.25 bar

22.00/3.0 1800 675 56 507
L4 10 202A2 15000 kg/5.25 bar

29.5R25 M-Terrain **
E4 50 200B 14000 kg/5.25 bar

25.00/3.5 1875 750 59 652
L4 10 208A2 16500 kg/5.25 bar

750/65R25 M-Terrain **
E4 50 190B 10600 kg/5.25 bar

24.00/3.0 1610 754 53 360
L4 10 209A2 18500 kg/5.25 bar

875/65R29 M-Terrain **
E4 50 203B 15500 kg/5.25 bar

28.00/3.5 1922 879 59 725
L4 10 214A2 21200 kg/5.25 bar

800/80R29 M-Terrain **
E4 50 206B 17000 kg/5.25 bar

27.00/3.5 2000 792 69 TBA
L4 10 217A2 23000 kg/5.25 bar
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